
Disconnect

(See notes

Underground Main

JEDREVISION FOR DRAWING SS11.6-501/131

ENTERGY SERVICES, INC.

PLOT 

No.

DRAWN BY:

CHECKED BY:

APPROVED BY:

SCALE:

SH.        OF

DATE:

APPR:BY:
DATE:NO.

REVISION

5
'
-
0
"
 
t
o
 
6
'
-
0
"

6
'
-
6
"
 
m

a
x
.

2
'
-
1
0
"
 
m

i
n
.

and clamp

ground rod

01/15/2013JRH

JED

grade.

to be flush with or below

Upper end of ground rod

(See note 7)

Disconnect

Neutral

5/8" X 8'-0"

copperclad

or bus duct

Weatherproof wireway

(See note 7)

Overhead main disconnect

krich95

111=1

NONE

D9-12

1
'
-
0
"
 
m

i
n
.

1
'
-
0
"
 
m

i
n
.

Company

Controlled

Disconnect

(See note 4)

Customer

Controlled

3 and 4)

Utility

Disconnect

for

Customer #1

ERGUpdated title, notes and added dimensions as needed.06/15/17
2

6
"
-
M

i
n
.

in undisturbed soil.

Utility

Disconnect

for

Customer #2

Utility

Disconnect

for

Customer #3

Utility

Disconnect

for

Customer #4

See note 4



JED

01/15/2013

krich95

111=1

NONE

D9-5

ENTERGY  SERVICES,  INC.

REVISION
NO. DATE:

BY: APPR:

DATE:

SH.        OF

SCALE:

CEA NO.

APPROVED BY:

CHECKED BY:

DRAWN BY:

No.

PLOT 

JRH

UNDERGROUND

Phase to phase = 480 Volts

Phase to neutral = 277 Volts

C

B

A

N

480 Volts

480 Volts

480 Volts

A CB N

A

C

B

N

277 Volts

277 Volts

277 Volts

JUNCTION BOX

NA B C

LINE

GROUND

(PER NEC)

ABC
N

TO LOAD

A
B

C
N

Phase to phase

= 480 Volts

Phase to neutral

= 277 Volts

N A B C

N B

CONDUIT

C

N CA B

C

B

A

N

A

6' -6"

max.

6' max.

5' min.

GROUND

Company controlled disconnect

shall be labeled "Utility Disconnect".

s

s

LEVEL

See   1.5 Disconnect and Labels.

CUSTOMER

CONTROLLED

OVERCURRENT

DEVICE

CUSTOMER

CONTROLLED

OVERCURRENT

DEVICE

6' max.

5' min.

6' -6"

max.

LOAD

2 ft.

or

less

LINE
WIRING MEETS

REQUIREMENTS

OF DRAWING

D9-2

WIRING MEETS

REQUIREMENTS

OF DRAWING

D9-3

2 ft. or

less

2018 Edition



OVERHEAD

JED

01/14/2013

krich95

111=1

NONE

D9-4

ENTERGY  SERVICES,  INC.

Phase to phase = 480 Volts

Phase to neutral = 277 Volts

480 Volts

480 Volts

480 Volts

A

C

B

N

A

C

B

N

277 Volts

277 Volts

277 Volts

N A B C

LOAD

N BA C

N CA B

REVISION
NO. DATE:

BY: APPR:

DATE:

SH.        OF

SCALE:

CEA NO.

APPROVED BY:

CHECKED BY:

DRAWN BY:

No.

PLOT 

NOTES:

1. Consult the Company.

JRH

COMPANY

CONTROLLED

2 FT. OR LESS

For 480 volt service, see

drawing D9-2.

For 277/480 volt service, 

Customer shall furnish and install 

a Company approved, Company 

lockable, non fused disconnect 

switch on the supply side of the 

meter base and a separate load 

side disconnect with overcurrent 

protection within 2 ft. of the meter.

Company shall control the supply 

side disconnect.  It shall be labeled

"Utility Disconnect" see   1.5 Labels

and Disconnects and it shall be

available to Company 24 hours

a day without notice.

s

s

Caution:

LINE

2018 Edition



CT

BONDING SCREW REQUIRED

MAIN

DISC

#4 CU MIN.

CT
CT

ENTERGY  SERVICES,  INC.

NONE

1=1 1 1

11/15/2012

REVISION
NO. DATE:

BY: APPR:

DATE:

SH.        OF

SCALE:

CEA NO.

APPROVED BY:

CHECKED BY:

DRAWN BY:

No.

PLOT 

krich95

CT/PT arrangement for 277V/480V

CTCT

PT

PT

PT

H1 H2

X1 X2

H1 H1

DETAIL "A"

D9-6

H1

CT

CLEARANCE OVER ROADS, STREET, ALLEYS, AND PARKING LOTS SUBJECT TO

TRUCK TRAFFIC. SEE 7-3.

JRH

JED

TABLE 9.1.3: GUIDELINE FOR METER TRANSFORMER

ENCLOSURE WITH MULTIPLE CIRCUITS

2018 Edition



MAIN

DISC

CEA NO.

SCALE:

DATE:

REVISION APPR:BY:

CHECKED BY:

APPROVED BY:

DRAWN BY:

PLOT 

krich95

No.

SH.        OF

02/26/2013

NONE

1=1 1 1DATE:NO.

ENTERGY  SERVICES,  INC.

D9-7

DETAIL "A"

H1

CT/PT arrangement for 277V/480V

CT

H1

X1 X2

H2

PT

PT

PT

H1

CT CT

H1

JED

JRH

TABLE 9.1.3: GUIDELINE FOR METER TRANSFORMER

ENCLOSURE WITH MULTIPLE CIRCUITS

2018 Edition


