
TEMPORARY POLE SERVICE FROM 

No more than 75' from Company pole

111=1

D4-1

None

AN OVERHEAD SOURCE

4" x 6" minimum size treated pole or a round

JRH

JED

6" diameter pole. (See note 3)

01/10/2013

Service entrance wires provided by customer.

aluminum, schedule 80 grey PVC electrical conduit

Minimum 1" rigid/intermediate metal (steel), rigid

Weatherproof main switch with fuse or circuit breaker

overhead service.

5/8" X 8'-0" copper clad ground rod and clamp. Upper

krich95

Neutral shall be marked on both ends with

with U.V. protection, or EMT.

Minimum of two conduit straps.  More required if conduit is
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(See note 5.)

white tape. Neutral may be bare wire.

Receptacles shall be weatherproof and GFCI protected

per NEC,  provided by customer.

end of ground rod to be flush with or below grade in undisturbed soil.
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Minimum recommended 100 Amp meter socket for 
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per NEC.

Ground wire shall be #6 copper min. stapled to the pole,

and connected in meter socket.

CALL 811 TWO BUSINESS DAYS BEFORE YOU DIG

loose.  Consult the Company.
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BRACING

111=1

D2-1

None

JRH

JED

02/26/2013

krich95
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1 02/13 THIS DRAWING ADDED-NEW JED
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Point of attachment

4'-0" max.

11'

3'-4'

Braces 2" x 4" x 12'

Braced against pull

Electric

cable

GROUND

21 ft.

max.

Electric cable

Guy wires

POLE MAST ABOVE ROOF

3' min. - 5' max.
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111=1

D4-3

None

Ground wire to be stapled to the pole and sized

schedule 80 PVC grey conduit with U.V. protection, sized

Rigid/intermediate metal (steel), rigid aluminum, EMT, or

Weatherproof main switch, fuse or circuit breaker

Meter socket for overhead service.

Minimum size of treated pole (or equivalent), 6" round

5/8" X 8'-0" copper clad ground rod and clamp. Upper

or 6" x 6" square

JED

JRH

SERVICE TO PERMANENT POLE

 LOCATION FROM AN OVERHEAD SOURCE

01/09/2013

Service entrance wires provided by customer (see table

krich95

Neutral shall be marked on both ends with white tape.

per table below.
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Minimum of two conduit straps

end of ground rod to be flush with or below grade in undisturbed soil.

below). A minimum of 3'-0" of each conductor shall

per table.

extend beyond weatherhead.
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Neutral may be bare wire.
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(EXAMPLE MOBILE HOMES)

per NEC.

911 address shall be a minimum 3" lettering 

marked on meter enclosure, pole, or durable 

material attached to pole and should be 

visible from street. (See section 3.4)

Customer is responsible for all conduit,

neutrals, grounds, and bonding.

Minimum Customer Wiring Size - Residence Single Phase **

CONDUIT

100 Amp

320 Amp

200 Amp

SIZE

METER

#6 *#21.5" #4

2/02"

3"

4/0 #4 

COPPER

Current carrying & neutral

wire size (per NEC) *

ALUMINUM

SIZE

COPPER

GROUND

WIRE SIZE**

350500 #2

2
06/15/17 Revised dimensions and added note 11. ERG
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