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CT/PT arrangement for 277V/480V
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DETAIL "A"
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H1

CT

CLEARANCE OVER ROADS, STREET, ALLEYS, AND PARKING LOTS SUBJECT TO

TRUCK TRAFFIC. SEE 7-3.

JRH

JED

TABLE 9.1.3: GUIDELINE FOR METER TRANSFORMER

ENCLOSURE WITH MULTIPLE CIRCUITS
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CUSTOMER OWNED MULTIPLE METER

NONE

1=1 1 1

krich95

OVERHEAD SERVICE

(FIELD ASSEMBLED)

Wireway or buss duct

Locknuts

Rigid conduit

Meter enclosure

(with Customer provided

over current

protective devices)

Locknuts

Weatherproof switchbox

of size & number

of circuits needed

DETAIL "B"

DETAIL "A"

Weather proof

Neutral conductor

Wireway or

duct

6
'
-
6
"

Weatherhead

Conductors to extend

3'-0" from weatherhead

Conduit straps

Main disconnect

(see note 3)

Weatherproof wireway

or buss duct

LOT

No.

2A

note 4

See

Weather proof

threaded hub

threaded

hub

6" Dia. or 6" x 6"

(min.) treated poles

JED

JDS

Locknuts

Rigid conduit

01/15/2013

D9-8

See detail "A"

Protective bushing

required on all conduit

6" min.

See

detail "B"
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rigid aluminum, EMT or schedule 80

PVC, grey with U.V. protection.

Rigid/Intermediate metal (steel),

Conductors to 

extend 3'-0" from weatherhead

Waterproof hub

Main disconnect

(See note 3)

Customer's conductors

or bus bar

D9-9

OVERHEAD SERVICE

(PRE-ASSEMBLED)

CUSTOMER OWNED MULTIPLE METER

krich95

JED

JDS

1=1

ground rod and clamp

5/8" X 8'-0" copper clad

01/15/2013

NONE

1 1

Company (See note 4)

Meter area to be

Proposed additional meters

Disconnect

Apt. #8

accessible to

Disconnect

Apt. #4

Disconnect

Apt. #2

Upper end of ground rod

Disconnect

Apt. #6

to be flush with or below

Apt. #1

Disconnect

grade.

Disconnect

Apt. #5

Apt. #3

Disconnect

Disconnect

Apt. #7

Conduit strap
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See note 8

See Note 7

Conduit strap

1
'
 
M

i
n
.

in undisturbed soil.
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